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A BOBB-1E-RA-001 /34BBONTY THED

LABORATORY FOR ACOUSTICS PEUTZ

DETERMINING THE REDUCTION OF TRANSMITTED IMPACT NOISE BY FLOOR COVERINGS /f\ﬂ
ACCORDINGTO ISO 10140-3:2010 @N
TESTING
principal: Unifloor Underlay Systems RvA L334
Variant Underlayer (described from the laboratory floor) Topfloor
3 HeatFoil (red side against Jumpax Basic Linoleum
Jumpax)

1/3 oct.
* 1/1 oct.

volume measuring room: 94 m?

measured at:
Peutz Laboratory for Acoustics

signal: tapping machine
bandwidth: 1/3 octave
1ISO 717-2:2013

AL]in = 9 dB
AL, =20dB

reduction of transmitted impactnoise AL [dB]

63 125 250 500 1k 2k 4k
frequency [Hz]
-1.3 S 4,0 11,2 24,9 440 57,8
1/3oct. 15 1,7 4,8 15,7 30,9 49,8 58,2 dB
1,5 2,6 7,6 206 37,6 554 55,5
1/1o0ct. 0,4 1,9 5,2 14,3 28,5 47,5 57,0 dB
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report A 3085-1E-RA / figure 6




